
AMERICAN LANDMASTER 

EPS INSTALLATION KIT 
2018 - NEWER 

 

 

 

 

 

 

  

 



1. Remove hood  

a. (1/2” wrench) 

2. Remove upper and lower steering shaft bolts  

a. (1/2” socket upper and 17 mm socket lower)  

  

 

3. Slide shaft ends off of splines and set aside 

 
4. Place the control module on the backside of the power steering bracket with connections facing 

up. Using the holes in the bracket tighten down ECU module (10 mm wrench or Philips screw 

driver) 

Slide shaft out of bracket 

17mm Wrench 
17mm Socket 

1/2" Socket 



 
 

5. Insert the power steering unit into the U-joint coupler as far as it will go  

a. The coupler will only go on in one orientation to the rack and pinion (look for machined 

flats and align) 

b. (DO NOT ADD BOLT) 

 
 

6. Pivot the EPS unit into the slot of the bracket with the cylinder towards the passenger side of 

the vehicle 

7. With the 3 provided bolts tighten down the EPS unit HALF way  

a. (10mm wrench) 

Bolt from this side 



 

8. Insert and tighten the U-joint coupler bolt on the EPS spline shaft  

a. (1/2” socket) (17mm wrench & 16mm socket) 

 

9. Finish tightening the EPS unit to the bracket and install the provided telescoping steering shaft. 

The larger spline will go on the EPS unit and the smaller on the steering wheel end 

a. (10mm wrench)(1/2” wrench) 

Tighten bolts half way 



 

10. Take the steering wheel off exposing the spline adjustment bolt 

a. (7/16” socket & 3/16” allen) 

11. Loosen the spline adjustment bolt until the steering shaft spline aligns and insert bolt then 

tighten on both ends 

a. (3/16” allen & 1/2” socket) 

12. Attach the 4 wire adapters to the control module, push in until you hear a click 

 
13. Unbolt the 2 wiring terminal cover bolts and remove  

a. (8mm socket) 

 

 

 

 

 



14. Crimp on the spade connector to the white wire and plug in as show then re-bolt cover  

a. (Wire crimpers) 

 

 

 

 

 

 

15. Unbolt shaft cover (4WD only) and center console 

a. (1/2” socket & 8mm socket) 

 
16. Run wiring for battery terminal ends and attach onto battery. Red for positive & black for 

negative  

a. (7/16” socket & wrench) 

 
17. Zip-tie excess wire on the battery end 

18. Zip-tie other excess wiring as needed away from moving parts 

19. Re-bolt shaft cover and center console  

a. (1/2” and 8mm socket) 

20. Re-bolt hood  

a. (1/2” wrench and socket) 

Push in spade connector here 


